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About the product

Linepro's LP- 4234TP metal keyboard is popular due to its ruggedness,
which is integrated with Touchpad. It is designed to withstand harsh
environment. It is fluid-spill proof and vandal-proof widely used as an
alternative to polymer based keyboards which are susceptible to harsh
applications. This Keyboard is full #304 stainless steel keyboard best
suitable for industrial PCs and industrial console platforms. It is a rack
mount type keyboard. The metal keys are laser engraved. This metal
keyboard is very popular among product designers as it appears sleek,
compact and elegant.

Product Image & Dimension
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Salient Features

e #304 Stainless Steel for Rugged construction
e High Sensitivity Touchpad cursor

e USB connection interface

e QWERTY based key structure

e |P65 protection standard

Electrical Parameters

e Input Voltage: DC5V +/-10%

e Power Supply: 5V

e Mean Time Between Failures (MTBF): >30,000 hours
e Mean Time To Restore(MTTR): <30 mins

e Power Consumption: <0.5W

Mechanical Parameters

o Keys:107

e Dimensions: 446 x 128.5mm

e Gross Weight: 1.5Kg

e Key Symbols/Letters: Laser Marking
e Key Strike: 1.0 -1.5mm

Touchpad Parameters

e X/Y resolution: 1000dpi (40point/mm)

Environement Characteristics

e Temperature: -25 to 60 Degree Celsius
e Relative Humidity: 30% to 90% RH
e Air Pressure: 60-106 Kpa
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